
Ip recorder of 4 channel and 4
mpx resolution
HWN-2104MH-W

NETWORK FEATURES

Number of ports RJ45 1

Velocità RJ45 10 / 100 Mbps

Mobile devices Android / IOS (Apple)

Wi-Fi Si, IEEE802.11 B / G / N

Software IVMS

App Hik-Connect

RECORDING
Maximum recording
resolution 4 Mpx

Input bandwidth 50Mbps

Video compression H.265+ / H.265 / H.264+ /
H.264

Resolutions 4Mpx / 3Mpx / 1080P /
1.3Mpx / 720P

Output bandwidth 40Mbps

STORAGE

Number of supported hard drives 1

Maximum hard disk size (Unit) 6 TB

Type HDD 3,5 SATA"

AMBIENT

Operating temperature -10 ºC ~ 55 ºC

Maximum humidity 90%

REPRODUCTION AND COPY OF SECURITY

Simultaneous cameras in reproduction 4

Búsqueda inteligente Yes

VIDEO

IP Channels 4

VIDEO OUTPUT

HDMI Output Number 1

Number of VGA outputs 1

Resolution HDMI 1080P

Resolución VGA 1080P

INTELLIGENT VIDEO SYSTEM

Line crossing Yes

Intrusion Yes

VCA Sí

GENERAL INFORMATION

Serie HiWatch

Technology IP

MATERIAL AND DIMENSIONS

Dimensions 260 x 246 x 48 mm

Net weight 1000 g

INPUTS/OUTPUTS

USB 2.0 2

AUDIO

Audio Outputs 1


