AMBIENT

Operating temperature
Degree of protection
Use

Maximum humidity

MATERIAL AND DIMENSIONS
Dimensions

Net weight

Weight with packaging

Color

SPECS AND FEATURES

technical

datasheet

/\J/A\ X

Switchable switch panel

SOLOBUTTON-1G2W-B

VIA RADIO
-10°C~40°C Frequency
1P2 .
0 Maximum power RF
Indoor Maximum distance between the
75% device and the hub

SPECIFICATIONS (LIGHT SWITCHES)

81x 81x 8 mm Contactless panel

459 Backlight
60 h

Black

-
X

Type Switchable switch panel
. ... Hub Plus /Hub 2 (2G / 4G) / Hub 2 Plus / @
Compatibility Hub Hybrid (2G /4G) / ReX / Rex 2 &

POWER CONSUMPTION

Power mode

Powered via relay (LightCore)

@ -

® 94v-0
@774

451004

868.0 MHz ~
868.6 MHz

Hasta 20 mW

1100 m (in open

space)

Yes, up to15 mm

@

Importer:
Name / Nazwa: Ajax Systems Poland
5p.20.

.0
Adres / Address: Fryderyka Chopina
4112, 20-023 Lublin, Polska /

' 4172 Frederic Chopin street, 20023,

Lublin, Poland
VAT D/ NIP: PL 7123397665

Nr rejestrowy BDO / BDO registry no:

C€
-

Yes, optional




