technical
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SPECIFICATIONS (LIGHT SWITCHES)

Backlight

Condenser

Electric connection
Manageable by scenarios

Touch panel

Status recovery after power
failure

Switched function

Life cycle

POWER CONSUMPTION
Power mode

Voltage

Standby consumption

Power consumption

WI-FI
Wi-Fi standard
Frequency range

Mobile application

Yes
Yes
Only with phase cable
Yes

Yes

Yes

Configurable a través de
la app
100000 ciclos

AC

160V ~ 240V
0.02wW

10A

IEEE802.11b/g/n
2.4 GHz

Smart Life / Tuya Smart

MOL" OKK

O R I E s

datasheet

Interruptor wi-fi con 1 botén
VK-TS86-1L

AMBIENT
Operating temperature
Use

Maximum humidity

MATERIAL AND DIMENSIONS

Dimensions
Net weight
Weight with packaging

SPECS AND FEATURES
Type

L1

Wifi Single Live Smart Switch

Input: AC 160-240V 50/60Hz
Max Load:

1000 W/Gang LED Inductive Load
1500 W/Gang Resistive Load
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WIFI Standard: 2.4G 80211 b/g/n
Operating Temp: -20°C to 70°C

-20°C~70°C
Indoor

93%

50 x 50 x 30 mm
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(@ CAUTION:High Voltage - Switch Off Power

Supply Before Installing
For Residential Indoor
Dry Location Use Only
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WIFI

459
709

Interruptor Wi-Fi con 1 botén




