
Outdoor wired siren
STREETSIRENCUSTOM-FIBRA-
W

TECHNICAL CHARACTERISTICS

Frecuencia 3,5 kHz ± 0,5 kHz

Type of transmission Bidireccional

Power 85 dB ~ 113 dB

Box tamper Sí

Wall tamper Sí

Tipo de notificación Acoustic and visual

Compatibility Ajax Fibra panel

Acoustic warning duration From 3 seconds to 3
minutes

Notification of door
opening Yes

MATERIAL AND DIMENSIONS

Installation height 2.5 m

Dimensions 200 x 200 x 58 mm

Material Plastic

Net weight 520 g

Weight with packaging 730 g

Color White

ESPECIFICACIONES TÉCNICAS
Tiempo de intervalo para la conexión con
el receptor

12 ~ 300
sec

Connection type BUS

Transmission distance Up to 2000
m

SPECS AND FEATURES

Technology Wired

POWER CONSUMPTION

Power mode DC (via Hub Hybrid BUS)

Voltage 24V

Battery support Optional

Battery model 1500 mAh 2.4 V

AMBIENT

Operating temperature -25 °С ~ 50 °С

Degree of protection IP54

Use Outdoor

Maximum humidity 95%

CERTIFICATION

Grade 2

Normative EN50131


