technical

S MART

SPECIFICATIONS (LIGHT SWITCHES)

Backlight Yes

Electric connection Only with phase

cable
Manageable by scenarios Yes
Adjustment of luminous
. . Yes
intensity
Touch panel Yes
Stlatus recovery after power Yes
failure
Life cycle 100000 ciclos
POWER CONSUMPTION
Power mode AC
Voltage 920V ~ 250V
Standby ' 05W
consumption
Power 10A

consumption
Potencia de
carga

500W para carga resistiva / 300W
para carga LED

WI-FI
Wi-Fi standard IEEE802.11b/g/n
Freguency range 2.4 GHz

Mobile application Smart Life / Tuya Smart

A-HOME
Dimmer wi-fi regulable para luz
A-NDS86-1L

datasheet

AMBIENT
Operating temperature
Use

Maximum humidity

MATERIAL AND DIMENSIONS
Dimensions

Net weight

Weight with packaging

SPECS AND FEATURES
Type

=
Smart WiFi Dimmer Switch
Power Supply:90V-250VAC 50/60HZ

Load:300W LED,500W resistive load
Compatible Operation System:I0S/Android
WIFI Frequency: IEEE802.11 b/g/n

WIF| Standard:WiFi 2.4GHz b/g/n

Working Temperature:-20°C~70°C

Wireless Consumption:< 0.5W

C€ FE RoHS

-20°C~70°C
Indoor

93%

50 x 50 x 30 mm

459
60 h

Dimmer Wi-Fi regulable para luz




