
Cube ip camera of 2 megapixels
and fix lens
CS-C2C

VIDEO (CAMERAS)

Resolución vídeo 2 Megapixels

3D-NR Yes

AGC Yes

Images per second 25fps

Video output Inalámbrica

Day / night mode Automatic

Compression H.265 / H.264

Watermark Yes

Anti flap Yes

POWER CONSUMPTION

Power mode DC

Voltage 5V

Consumption (w) 4W

Amperage 1000mA

Type PoE No dispone

LENS

Lens Type Fix

Focal distance 4 mm

Maximum diaphragm opening F/2.2

Angle of View 91º

AMBIENT

Operating temperature -10 ºC ~ 45 ºC

Use Indoor

Maximum humidity 95%

NETWORK FEATURES

Wi-Fi Yes

Password protection Yes

Mobile devices Android / IOS (Apple)

SPECS AND FEATURES

Technology IP

Type of camera Cube

AUDIO(CAMERAS)

WI-FI
Wi-Fi
standard IEEE802.11 b / g / n

Frequency
range 2.4 GHz ~ 2.4835 GHz

Broadband
channel 20 MHz

Security 64 / 128-bit WEP / WPA / WPA2 / WPA -
PSK / WPA2 - PSK

Speed 11b: 11 Mbps / 11g: 54 Mbps / 11n: 72 Mbps

IMAGE

Sensor CMOS ®

Resolución sensor 1920 x 1080

Sensor Size 1/3'

Minimum lighting 0.5Lux

DISTANCE DORI

Detect 50 m

Observe 19 m

Recognize 10 m

Identify 5 m

MATERIAL AND DIMENSIONS

Dimensions 110 x 58 x 38 mm

Net weight 100 g

Weight with packaging 310 g

VIDEO ANALYSIS
Tipo de
deteccion

Detección de movimiento básica
(diferencia de píxeles)

Motion
detection Yes

Audio
detection Yes

NIGHT VISION

Night vision distance 10 m

Type of night vision IR

STORAGE

MicroSD-Card Up to 256Gb

Storage Systems Micro SD / EZVIZ CloudPlay

SYSTEM (CAMERAS)



Built in microphone Yes

Built in speaker Yes

AXES

Motion 3-Axis

TIOC

Siren Yes

SYSTEM (CAMERAS)

Reset button Yes


